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T9 Triphosphor Circular
The T9 Triphosphor range features a G10q base and a White & Cool White colour temperature, this  

long-lasting lamp is ideal for functional domestic and commercial applications.

• Quick Start Technology

• 16000 Hours

• Last up to 10 times longer than a standard lamp

Cool White

White

22W Overall Ø210 mm

32W Overall Ø300 mm

40W Overall Ø400 mm

60W Overall Ø400 mm

Tube Ø29 mm   

Code Lamp Type CCT Lm Dim V Hours

Non Dimmable

04194 22W T9 Triphosphor Circular Tube Non Dim - 4 Pin 4100K 1300 Non Dim - 16000

04191 32W T9 Triphosphor Circular Tube Non Dim - 4 Pin 3000K 2450 Non Dim - 16000

04195 32W T9 Triphosphor Circular Tube Non Dim - 4 Pin 4100K 2300 Non Dim - 16000

04192 40W T9 Triphosphor Circular Tube Non Dim - 4 Pin 3000K 3450 Non Dim - 16000

04196 40W T9 Triphosphor Circular Tube Non Dim - 4 Pin 4100K 3200 Non Dim - 16000

04193 60W T9 Triphosphor Circular Tube Non Dim - 4 Pin 3000K 4300 Non Dim - 16000

04197 60W T9 Triphosphor Circular Tube Non Dim - 4 Pin 4100K 4100 Non Dim - 16000
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