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T8 Triphosphor Tube
Fluorescent Tubes are commonly used in recessed lighting applications. This quality light source offers 

high lumen maintenance, energy efficiency and an impressive 20,000 hour lamp life.

• 20000 Hours

Cool White / White / Daylight / Tube Ø16mm / Length measurement is from pin end to pin end

Code Lamp Type CCT Lm Dim V Hours

Non Dimmable

05447 15W T8 Triphosphor Tube - Non Dim, 451mm 3500K 960 Non Dim - 20000

05448 15W T8 Triphosphor Tube - Non Dim, 451mm 4000K 960 Non Dim - 20000

05449 15W T8 Triphosphor Tube -  Non Dim, 451mm 6500K 900 Non Dim - 20000

05551 18W T8 Triphosphor Tube -  Non Dim, 600mm 3500K 1350 Non Dim - 20000

05552 18W T8 Triphosphor Tube - Non Dim, 600mm 4000K 1350 Non Dim - 20000

05553 18W T8 Triphosphor Tube -  Non Dim, 600mm 6500K 1300 Non Dim - 20000

05556 30W T8 Triphosphor Tube - Non Dim, 900mm 3500K 2400 Non Dim - 20000

05557 30W T8 Triphosphor Tube - Non Dim, 900mm 4000K 2400 Non Dim - 20000

05558 30W T8 Triphosphor Tube - Non Dim, 900mm 6500K 2200 Non Dim - 20000

05560 36W T8 Triphosphor Tube - Non Dim, 1200mm 3500K 3350 Non Dim - 20000

05561 36W T8 Triphosphor Tube - Non Dim, 1200mm 4000K 3350 Non Dim - 20000

05562 36W T8 Triphosphor Tube -  Non Dim, 1200mm 6500K 3100 Non Dim - 20000

05565 58W T8 Triphosphor Tube - Non Dim, 1500mm 3500K 5220 Non Dim - 20000

05566 58W T8 Triphosphor Tube -  Non Dim, 1500mm 4000K 5220 Non Dim - 20000

05567 58W T8 Triphosphor Tube - Non Dim, 1500mm 6500K 5000 Non Dim - 20000

05573 70W T8 Triphosphor Tube - Non Dim, 1800mm 3500K 6300 Non Dim - 20000

05576 70W T8 Triphosphor Tube - Non Dim, 1800mm 4000K 6300 Non Dim - 20000

05577 70W T8 Triphosphor Tube - Non Dim, 1800mm 6500K 5700 Non Dim - 20000

12055 4W - 80W Starter - - - - -

12056 4W - 22W Series Starter - - - - -

12057 70W - 125W Starter - - - - -

12059 4W - 125W Electronic Starter - - - - -

All 25 way or 40 way outer boxes are individually bubble wrapped to avoid breakages in transit.

WEEE Registration Number: Wee/GJ0117XV. No Additional Charge on Invoice
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