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Non Integrated Downlight
The Firestay Non Integrated Downlight gives you the freedom to choose your lamp without the need to 

replace the compl ete fitting. Available as Fixed, Centre Tilt & IP65 Showerlight with a choice of finishes 

and accessories.

∞ Firestay Certification: 30, 60 and 90 minute solid joist ceilings, 30 minute I-Joist ceiling systems

∞ Fixed / Centre Tilt / Showerlight IP65 Downlights

∞  Part B/C/E compliant

∞   Suitable for 240V lamps (GU10 lamp holder included)

 ∞  Loop in/out terminals for speed of installation

 ∞  Die-cast aluminium body

 ∞  Part L compliant with BELL Halo Elite/Halo Glass LED GU10 

 ∞  Low voltage lampholder available separately (Code 09906) 

One fitting to fit all standard type lamps. Simply choose a BELL lamp for the application required  
(See LED Lamps section)
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Tool Free Connector 
2.5mm twin earth loop in / 
loop out push-fit connectors

irestaySlimF
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irestaySlimF

Ceiling

Ultra Low Profile for 100mm 
ceiling voids

IC Cage
Available for all  

Firestay Downlights

Cut-Out: 78mm

Centre Tilt Downlight
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Cut-Out: 68mm 
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Cut-Out: 68mm

Showerlight IP65

Non Integrated Downlight
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irestaySlimF
Technical Specification

Construction Pressed Steel

LED Chip n/a

IP Rating IP65 (Showerlight) 

Operating Temp n/a

Input Voltage n/a

Power Factor n/a

CRI n/a

LMR n/a

Code V Description Finish Cut Out (mm)

10660 240 Fixed Downlight White 68

10661 240 Fixed Downlight Satin Nickel 68

10662 240 Fixed Downlight Chrome 68

10663 240 Fixed Downlight Antique Brass 68

10664 240 Fixed Downlight Brass 68

10665 240 Fixed Downlight Matt White 68

10655 240 Centre Tilt Downlight White 78

10656 240 Centre Tilt Downlight Satin Nickel 78

10657 240 Centre Tilt Downlight Chrome 78

10658 240 Centre Tilt Downlight Antique Brass 78

10659 240 Centre Tilt Downlight Brass 78

10667 240 Centre Tilt Downlight Matt White 78

10650 240 Showerlight IP65 White 68

10651 240 Showerlight IP65 Satin Nickel 68

10652 240 Showerlight IP65 Chrome 68

10653 240 Showerlight IP65 Antique Brass 68

10654 240 Showerlight IP65 Brass 68

10666 240 Showerlight IP65 Matt White 68

10670 - IC Cage for Firestay Showerlight/Fixed Downlight - -

10671 - IC Cage for Firestay Centre Tilt Downlight - -
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