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Firestay LED Anti-Glare CCT Fixed &

Centre Tilt Downlight 
• Designed specifically for areas where low glare is required

• Perfect for high end domestic and hospitality installations

• Colour selectable switch enables the user to seamlessly change the colour temperature to suit the mood of any space

∞ 4 colour temperatures: 2700/3000/4000/6000K

• White Low Profile Bezel

• White reflector available

• Part B / C / E compliant

• IC Rated 

•  45⁰ beam angle

Technical Specification

Construction Die-Cast Aluminium

Driver BELL

LED Chip Epistar

Input Voltage 220 - 240V

Power Factor > 0.9

Operating Temp -5°C to +35°C

Standard CE & UKCA
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7 Year

Quality Assured
Product Warranty3

Colour Rendering
Index3

85 L80 B10

Lumens 
Maintenance Ratio1

IP65

Water & Dust
Protected

I Joist 
Certified

Fire Rated

30/60/90 Minutes
Solid Joist

Fire Rated

Compliant

Part L Coverable

Operating
Hours

50,000

H
 

Bezel Ø
  Cut Out: Ø

Ø

irestayLEDF
CCT 4 Way selectable colour Switch

Lever Tool-Free Terminal



99

7 Year Gold Warranty

Code W Description Lm Temp ØxHxBezelxCut Out Ø (mm)

10525 7
Firestay LED CCT Anti Glare 4 Way Selectable Colour 
Switch Downlight  
Dimmable, 45° Beam Angle. Tool Free  Termination

360-400 2.7/3/4/6000K 68x68x95x80

10526 - White Reflector for above - - -

10527 7
Firestay LED Anti-Glare Center Tilt CCT Downlight - 
White Bezel with Black Reflector, Tool Free Termination 

360-400 2.7/3/4/6000K 78x70x105x95

10526 - White Reflector for above - - -

08196 - Emergency Pack for above - - -


