
Technical Specification

Construction Steel + Polycarbonate

Driver BELL

LED Chip Philips

Input Voltage 220 - 240V

Power Factor > 0.9

Operating Temp 0°C to +35°C

Standard CE & UKCA

technical@belllighting.co.uk

sales@belllighting.co.uk
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Backlit High Output UGR<19 LED Panel
• Wattage Switchable

• With a high lumen output of up to 125 lumens per watt, this panel is ideal for areas that require high lux levels

• High efficiency

• TPa

• Uniform light distribution

• Professional LED Panel 

• 0-10V Dimming or DALI Dimming options available

• White finish

• Anti-twist frame

• Emergency panels with 5 year battery 

warranty available

• CCT option available

• Available in bulk packs for large project 

orders, reducing your cost & our carbon footprints.
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7 Year Gold Warranty

Code W Description Lm Temp WxHxD (mm)

11748 20/26/30/36 Backlit LED Panel, 600x600mm 2400-4100 4000K

595x595x25

11750 20/26/30/36 Backlit LED Panel, 600x600mm, Emergency, (1Y Warranty) 2400-4100 4000K

11749 20/26/30/36 Backlit LED Panel, 600x600mm, Emergency (5Y Warranty) 2400-4100 4000K

11752 36 Backlit LED Panel, 600x600mm, 0-10V Dim 4100 4000K

11751 36 Backlit LED Panel, 600x600mm, Dali Dim 4100 4000K

11798 36 Backlit LED Panel, 600x600mm, Casambi Enabled 4100 4000K

11799 36
Backlit LED Panel, 600x600mm, Emergency 
(1 Year Battery Warranty), Casambi Enabled

4100 4000K

11764 20/26/30/36 Backlit CCT LED Panel, 600x600mm, UGR<19 2400-4100 3/4/6K

595x595x25

11766 20/26/30/36 Backlit CCT LED Panel, 600x600mm, Emergency (1Y Warranty) 2400-4100 3/4/6K

11765 20/26/30/36 Backlit CCT LED Panel, 600x600mm, Emergency (5Y Warranty) 2400-4100 3/4/6K

11768 36 Backlit CCT LED Panel, 600x600mm, 0-10V Dim 4100 3/4/6K

11767 36 Backlit CCT LED Panel, 600x600mm, Dali Dim 4100 3/4/6K

11772 20/26/30/36 Backlit LED Panel, 1200x300mm 2500-4250 4000K

1195x295x25

11773 20/26/30/36 Backlit LED Panel, 1200x300mm, Emergency (1Y Warranty) 2500-4250 4000K

11776 36 Backlit LED Panel, 1200x300mm, 0-10V Dim 4250 4000K

11775 36 Backlit LED Panel, 1200x300mm, Dali Dim 4250 4000K

11777 36 Backlit LED Panel, 1200x300mm, Emergency Dali (1Y Warranty) 4250 4000K

11778 36  Backlit LED Panel, 1200x300mm, Emergency 1-10V (1Y Warranty) 4250 4000K

11790 30/40/50/55/60 Backlit LED Panel, 1200x600mm 3600-6750 4000K

1195x295x25

11791 30/40/50/55/60 Backlit LED Panel, 1200x600mm, Emergency 3600-6750 4000K

11793 60 Backlit LED Panel, 1200x600mm, 1-10V Dim 6750 4000K

11792 60 Backlit LED Panel, 1200x600mm, Dali Dim 6750 4000K

11794 60 Backlit LED Panel, 1200x600mm, Emergency Dali (1Y Warranty) 6750 4000K

11795 60 Backlit LED Panel, 1200x600mm, Emergency 1-10V (1Y Warranty) 6750 4000K

10190 - Surface Mount Unit for 600x600 Arial Backlit Panel - - -

10192 - Surface Mount Unit for 1200x300 Arial Backlit Panel - - -

10193 - Surface Mount Unit for 1200x600 Arial Backlit Panel - - -

10118 - Suspension Kit for 600x600/1200x300 Arial Backlit Panel - - -

08747 2.5 LED Emergency Pack (self + manual test) - - -

30023 -
Backlit High Output UGR<19 LED Panel. Bulk Pack (6) Requires 
12106 - -- -

12106 20/26/30/36W Driver for 30023 - - -
30024 - Burgess Ceiling Grid Bracket Kit for LED Panels - - -
Available on request:

• Emergency panels with 5 year battery warranty

• Emergency 0-10V Dim

• Emergency Dali Dim
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