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LED Halo Elite GU10
The Halo Elite GU10 combines the tried and tested technology of the Halo GU10 with a high lumen 

output. Ideal for illuminating spaces at a higher lux level while not breaking the bank.

•  High output GU10

•  Energy saving benefits of LED

•  Improved efficiency up to 110 Lm/W

•  Rimless lens for improved aesthetics

•  True fit GU10 size

•  Suitable for fire rated and IP rated fixtures
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LED Halo Elite GU10
Code Lamp Type CCT Lm Cd Dim V Hours

Non Dimmable

60616 5W LED Halo Elite GU10 Non Dim - 38° 2700K 550 750 Non Dim 240 25000

60617 5W LED Halo Elite GU10 Non Dim - 38° 3000K 550 750 Non Dim 240 25000

60618 5W LED Halo Elite GU10 Non Dim - 38° 4000K 550 750 Non Dim 240 25000

60619 5W LED Halo Elite GU10 Non Dim - 38° 6500K 550 750 Non Dim 240 25000

60624 5W LED Halo Elite GU10 Non Dim - 60° 2700K 550 400 Non Dim 240 25000

60625 5W LED Halo Elite GU10 Non Dim - 60° 3000K 550 400 Non Dim 240 25000

60626 5W LED Halo Elite GU10 Non Dim - 60° 4000K 550 400 Non Dim 240 25000

60627 5W LED Halo Elite GU10 Non Dim - 60° 6500K 550 400 Non Dim 240 25000

Dimmable

60620 5W LED Halo Elite GU10 Dimmable - 38° 2700K 550 750 Dim 240 25000

60621 5W LED Halo Elite GU10 Dimmable - 38° 3000K 550 750 Dim 240 25000

60622 5W LED Halo Elite GU10 Dimmable - 38° 4000K 550 750 Dim 240 25000

60623 5W LED Halo Elite GU10 Dimmable - 38° 6500K 550 750 Dim 240 25000

60628 5W LED Halo Elite GU10 Dimmable - 60° 2700K 550 400 Dim 240 25000

60629 5W LED Halo Elite GU10 Dimmable - 60° 3000K 550 400 Dim 240 25000

60630 5W LED Halo Elite GU10 Dimmable - 60° 4000K 550 400 Dim 240 25000

60631 5W LED Halo Elite GU10 Dimmable - 60° 6500K 550 400 Dim 240 25000

1 Exceeds EU standard of 70 for Lumens Maintenance Ratio  
2 Exceeds EU standard of RA 80 for Colour Rendering Index 
3 Subject to terms & conditions (Contact Customer Service) 
Call Customer Service or see website for maximum loading and dimmer compatibility.
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