
Installation Instructions: Arial Endure 70030

Important Information 

We recommend that luminaires are installed by a 
qualifi ed electrician ensuring the installation complies 
with current IEE wiring regulations BS7671:2018 & 
local building control.

• All tests should be carried out in accordance to EN  
 50172:2004.

• BELL will not accept responsibility for any claims  
 arising from poor installation.

Important User Advice

• The ambient room temperature should not 
 exceed 35°C.

• Ensure that there is adequate free air ventilation  
 around the fi tting.

• Always switch o�  mains supply before installing.

Read these instructions before  installation and retain for future reference

This equipment should be installed by a competent electrician

Technical Helpline +44 (0)1924 893380
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This product may contain substances that can be 
hazardous to the environment if not disposed of 
properly. Electrical and electronic equipment should 
never be disposed of with general household waste 
but must be separated for its correct treatment and 
recovery. Where possible recycle your packaging.
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An electrician could 
change the LED board 

An electrician could 
change the driver

7
Replicable driver by end 
user (Geo and the other 
new sustainable stu� we 
are working on)

Not possible to 
change the driver 
(sealed product like 
the Skyline Vista) 

Not possible to 
change the LED 
board (sealed product 
like the Skyline Vista) 

Replaceable light sours 
by end user. (any thing 
with a lamp) 

Replaceable LED light 
source (Geo and the 
other new sustainable 
stu� we are working on) 
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The installation of this light fixture must be installed by authorized technician / electrician.TECHNICAL FEATURES
Un: 230-240V
fn =50Hz
Pn =22W-31W  
Power supply: 220-240V
Degree of protection: IP65 
Insulation class: I

PLEASE READ THESE INSTRUCTIONS CAREFULLY BEFORE INSTALLING THE LIGHTING FIXTURE FROM THIS RANGE.
RETAIN THESE INSTRUCTIONS FOR FUTURE REFERENCE AND MAINTENANCE OPERATIONS.

Complete the installation of the lighting fixture,before switching on the power.
This light fixture can only be installed indoor of a building.
Use dry cloth to clean this light fixture, after switching off the electricity.
Do not use any chemical or abrasive cleaners.
The luminaire should be positioned so that prolonged staring into luminaire at a distance closer than 
1. 5 m is not expected
The light source contained in this luminaire shall only be replaced by the manufacturer or his service 
agent or a similar qualified person
Space between any sides of luminaire and any mounting surface shall be at least 0. 5m.

If the external flexible cable or cord of this luminaire is damaged,it  shall be exclusively replaced by 
the manufacturer or his service agent or a similar qualified person in order to avoid a hazard.

The basic insulated wires of luminaire need supplementary insulation, otherwise they cannot touch 
the metal parts.
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