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An electrician could 
change the LED board 

An electrician could 
change the driver

7
Replicable driver by end 
user (Geo and the other 
new sustainable stu� we 
are working on)

Not possible to 
change the driver 
(sealed product like 
the Skyline Vista) 

Not possible to 
change the LED 
board (sealed product 
like the Skyline Vista) 

Replaceable light sours 
by end user. (any thing 
with a lamp) 

Replaceable LED light 
source (Geo and the 
other new sustainable 
stu� we are working on) 

Important Information 

We recommend that luminaires are installed by 
a qualified electrician ensuring the installation 
complies with current IEE wiring regulations 
BS7671:2018 & local building control.

• All tests should be carried out in accordance to  
 EN 50172:2004.

• BELL will not accept responsibility for any claims  
 arising from poor installation.

Important User Advice

• The ambient room temperature should not  
 exceed 35°C.

• Ensure that there is adequate free air ventilation  
 around the fitting.

• Always switch off mains supply before installing.
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LED Sports Light
Installation Instructions

Physical Dimensions(Unit: mm/inch)

Product Specifications

Input Voltage

Power Frequency

Outlook  Dimensions 

Net Weight (±6%)

Working Temperature

Storing Temperature -40℃ to +70℃(-40℉ to +158℉)

-30℃ to +50℃(-22℉ to +122℉)

* Please subject to actual product for accurate weight.
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Reminder
We appreciate your purchase!
Please read the entire instruction manual before installation and keep it for future reference. 

1. Please do not modify or dismantle the luminaire or replace accessories without confirming with the supplier first.

2. Please authorize only qualified personnel to install the lamp and ensure they follow the instruction manual. Any improper installation 
might cause falling, electric shock, fire, or other injury, damage or hazard. 

3. Please disconnect power before installation or any maintenance of the lamp. Do not touch the power supply when the lamp is 
operating.

4. If the luminaire begins to smoke or emit odors, please disconnect power since fire or electric shock may occur. And ask qualified 
person to inspect and maintain the luminaire. 

5. If the external flexible cable or cord of this luminaire is damaged, it shall be exclusively replaced by the manufacturer or his service 
agent or a similar qualified person in order to avoid a hazard. 

6. The light source contained in this luminaire shall only be replaced by the manufacturer or his service agent or a similar qualified 
person. 

7. We suggest you adding a separate surge protection device in distribution box to extend luminaire lifespan. 

Applications
1. The product is designed for factories, workshops, warehouses, exhibition halls, supermarkets, indoor stadiums and similar 
applications. For other special applications, please consult your salesperson to confirm firstly.

2. The product is designed for indoor.

3. Too much dust or oil accumulation on PC lens will stop the lighting emit and heat dissipation, it will change lighting distribution, and 
cause high heat inside to affect LED chips performance. For such environments, we suggest you to clean the luminaire regularly to 
ensure longer lifespan. Or you need to use product with glass cover and better heat performance instead. 

4. The suggested mounting height of the luminaire is 6-14 m. 
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