/Important Information \
We recommend that luminaires are installed by a qualified
electrician ensuring the installation complies with current IEE
wiring regulations & local building control.

» On emergency fittings, all tests should be carried out in
accordance with current emergency lighting regulations.

BELL Lighting will not accept responsibility for any claims arising
from poor installation.

Testing microwave sensors first is strongly advised due to

their high sensitivity and capability to detect movement through
obstacles like walls, glass, and doors. This, combined with their
tendency to be overly sensitive at close range (even at lowest
settings), makes initial testing crucial to avoid false triggers.

Microwave maximum operating height of 3.2m.

The operating temperature should be between -20°C and 35°C,
and 0°C and 35°C for emergency fittings.

Ensure that there is adequate free air ventilation around the
fitting.
Do not cover with insulation.

Always switch off mains supply before installing.

Upgrade of the MCB may be necessary.

Mount to a stable, secure surface that is rated for the weight of
the luminaire.

Not suitable for ATEX hazardous zones (explosive atmospheres).

Indoor use only, not suitable for exterior applications.

To ensure optimum performance, keep the front diffuser
clean. Wipe with a soft, damp lint free cloth. Do not use soaps,
detergents, solvents or abrasive materials.

On emergency versions, only use battery as supplied.

On emergency versions, allow the battery to fully charge for 24
hours before performing the initial discharge test.

If the lighting fails within 3 hours of an emergency discharge
test, the battery is to be replaced. Contact your local distributor
for a suitable replacement.

« Not intended for use by children.

This product may contain substances that can be hazardous

to the environment if not disposed of properly. Electrical and
electronic equipment should never be disposed of with general
household waste but must be separated for its correct treatment

and recovery. Where possible, UK
\recycle your packaging. c € cAa K /
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Read these instructions before installation and retain for future reference
This equipment should be installed by a competent electrician ‘
Installation:

¢ Pull away the diffuser from the base of luminaire

¢ Loosen but do not remove the 4 x lamp retaining screws

« Adjust the position of the lamp to align the hole in the keyhole slots with the retaining screws,

and remove the lamp from the base
« Select a suitable cable entry point already provided or by drilling into the base

» Prepare the ceiling/mounting points and mains supply cable, ensuring the fixing surface/
mechanism is sufficient to support the luminaire weight.

Non maintained operation

(In this mode the luminaire can be lit and controlled by a switched live enabling the
luminaire to be switched on and off. In the event of power failure the luminaire will
revert to emergency mode).

Connections:
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(Maintained operation: \
(In this mode the luminaire is continuously on.
In the event of power failure the luminaire will
revert to emergency mode).

Connections:

 NEUTRAL to (N)
e Permanent 230V mains to PERMANENT LIVE (L)
o SWITCHED LIVE (K) -link to PERMANENT LIVE

m (K) Switched Live (Brown)

-l

O O (L) Permanent Live (Black)

\ (N) Neutral (Blue) )
ww Cw DL

I I 1

Choose CCT using slide switch

e Live from the light switch to SWITCHED LIVE (K)
e NEUTRALto N
* Permanent 230v mains to PERMANET LIVE (L)

maintenance: \

This emergency luminaire can be operated in
maintained or non-maintained mode, but when
Connect the battery plug into the emergency module observing correct polarity operated in emergency (battery back-up) mode, the

¢ Replace the lamp by aligning the holes in the keyhole slots with the retaining screws lamp will illuminate at reduced light output.

on the base, adjust the lamp so the retaining screws now are aligned with the slots of the
keyhole slots, and retightened the retaining screws

* Set the colour temperature on LED plate

« Re-fit the diffuser by placing over the base and push it into the right position

¢ Reconnect the power supply and check for correct operation .

* Luminaires fitted with an electronic ballast or LED driver are exempt from insulation
resistance tests as this may cause damage to the electronics .

Safety

Before installation/maintenance, ensure that the
supply to the luminaire is switched off and the circuit
breakers or fuses are removed or switched off

This product is IP54 rated and not suitable for
external applications

This product is class Il rated

This product is non-dimmable / 230V 50Hz /

This luminaire contains a light source with
Energy Rating D

Technical Helpline +44 (0)1924 893380

Technical@belllighting.co.uk
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4 Microwave Function )
2) 2-step Dimming Function(set Stand-by Period to “+

w” set Daylight Sensr to “Disable”)

@ Ifthere is no motion @ When motion is © Afterelapse of hold

@ Wwith sufficient ambient @ With insufficient ambient @ After elapse of hold time,the i i i
: b ! : ; detected,the light detected,th time,the sensor dims
light,the light will not be light,the sensor switches  sensor switches off the light will be remainegd at W?"escwich ois{ﬁ'sght the light at the present
switched on even if with on the light when motion when no motion is detected. alow light level all t0 100% brighteness. low light level if no
motion signal. is detected. the time. motion is detected.

3) 3-step dimming function(set Stand-by Period to “3min/10min”,other sensor parameters can be set actual needs)

@ With sufficientambient @ With insufficient ambient @ After elapse of hold time,the @ After elapse of standby period,

light,the light will not be light,the sensor switches sensor dims the light ata low the sensor switches off the light
switched on even if with on the light when light level if no new motion if no motion is detected
motion signal. motion is detected. is detected. in the detection zone.

4) Daylight Priority(Daylight Sensor be set to “ 30lux/50lux/100lux " and set Stand-by Period to“ += " other sensor parameters can be set actual needs)

s V|
: g' P s P e ) ﬂ T, @ ) E e A e \Qg

@ with sufficient ambient @ When the ambient light © When insufficient ambient @ After hold time, if no moving eAfter standby time,if no

light,the light will not be is insufficient, the lamp light,the lamp goes on full is detected in the detection moving object is detected in
switched on even if with will turn on and enter light when a mobile signal area,the lamp will the detction area and the
motion signal. the low light state is detected. automatically turn to ambient light is sufficient.
K (standby level). standby brightness. the lamp will turn off automatically. j
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4 N

Microwave Function DIP Switch Setting

Detection Area Hold Time Daylight Sensor Stand-by period Stand-by Dim Level
1 2 |3 4 | 5 | DaylghtSensor | ONIOFF 6| 7 8
I | ON| 100% [ | ON|ON | 5 I |ON|ON| 30Lux 150Lux [ |[ON|ON| 0s [ | ON | 30%
o sl | 0O | = [smin| [0 ON| = | ow | x| | Il ON|[ = [amn| |1 | = to%
M| = | ON [10min [l | = | ON | 100Lux | 200Lux I | = [ON |10min
IV | = | = |30min IV | = | = | Disable | Disable V| == |40

Note:(Be daylight Priority
when setting to “+x")

Factory Setting
Detection area: 100%, Hold Time: 5s, Stand-by Period: Os, Stand-by dim level: 10%, Daylight Sensor: Disable

Application Notice

The sensor should be installed by a professional electrician. Please turn off the power before installing,
wiring or changing the setting of the DIP switch
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Testing & Commissioning for
Emergency Luminaire Luminaire Ref/Location In Case of difficulty, contact the Installation Engineers:-
Tel:
e Ensure the Load is connected.
° Cor_mect the battery. Full Recharge Time 24 Hours Duration 3 Hours Lamp Type - LED
e Switch on the Unswitched Supply
- Check the Charge LED illuminates. ROUTINE TEST RECORD
e Switch on the Maintained Supply
- Check the LED illuminates as normal. Year 1 Year 2 Year 3 Year 4 Year 5
e Switch off the Maintained Supply.
e Switch off the Unswitched Supply Monthly Test Signed | Date | Signed | Date | Signed | Date | Signed | Date | Signed | Date
- Check the Charge LED extinguishes and the ]
load LED illuminates at a reduced output. Functional
e Enter the commissioning date on the Battery Pack.
Switch on the Unswitched Supply Functional
Functional
Functional
Functional
Functional
Functional
Functional
Functional
Functional
Functional
Three Hour
4
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