Arialrmulei
IP65 Backlit LED Panel

IP65 LED Panel is an ideal product for areas that may contain moisture such as changing rooms & locker rooms
Emergency panels with 5 year battery warranty available

1-10V dimming or DALI-2 Dimming options available

Wattage switchable

Professional Backlit LED panel

Anti-twist frame
Front face IP65
BELL Driver
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Panel On site Battery Warranty* Colour Rendering Lumens Low Unified Water & Dust Operating
Warranty* Warranty* Emergency Versions Index’ Maintenance Ratio!| Glare Rating Protected Hours
7 Year L80 B10 50,000

Technical Specification

Construction Steel + PMMA
Driver BELL
LED Chip Philips
Input Voltage 220-240VAC, 50 / 60Hz
Power Factor >0.9
Operating Temp -20°C to +35°C (Emergency version min temp 0°C)
Standard CE & UKCA
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11780 20/26/30/36  1P65 LED Backlit Panel - 600x600mm
- 3112-5347
11781 20/26/30/36 IP65 LED Backlit Panel - 600x600mm, Emergency
(5 Year Battery Warranty) 4000K 595x595x25
11783 36 IP65 LED Backlit Panel - 600x600mm, White, 1-10V dim
5347
11784 36 IP65 LED Backlit Panel - 600x600mm, White, DALI-2 Dim
08747V2 - Arial Stand-Alone 5 Year Emergency Pack - Self Test/Non Self Test - -
09156 - DALI-2 Self Test/Non Self Test 10-300V Emergency Pack - - -
30024 - Burgess Ceiling Grid Bracket Kit for LED Panels - - -




