Instruction Manual

Integral Kinetic Wall Switch

CUL-45722 | CUL-45723 | CUL-45724
1 GANG 2 GANG 3 GANG

This product should be disposed of responsibly at the end of its life. Please recycle
where facilities exist. Check with your Local Authority or retailer for recycling advice
(Waste Electrical and Electronic Equipment Directive)
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EU Authorised Representative: Authorised Rep Compliance,
Ground Floor, 71 Lower Baggot Street, Dublin, Ireland,
D02P593. www.authorisedrepcompliance.com
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PRODUCT STRUCTURE
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PARAMETERS
CUL-45722 CUL-45723 CUL-45724
INPUT VOLTAGE 100-240Vac 50/60Hz
OUTPUT VOLTAGE 200-240Vac
OUTPUT CURRENT 4A Max 3A Max 2.5A Max
LED POWER 800W 2*400W 3*250W
IP RATING P20
WORKING TEMPERATURE -20~40°C
TEMPERATURE LIMITS Ta: 40°C Tc: 85°C
RADIO FREQUENCY RF433

BODY MATERIAL ABS+PAG6




WIRING DIAGRAM
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REMOVE THE FACEPLATE




PAIRING

Long Press Prog. Key: Prog.
Functions:
Os ----- > 38 ---—-- + 6s - - - - - > 98 - - - - - »12s - - - - - » 158 - — - — - — -
Awaiting RF Pairing RF Deletion Awaiting Full Reset
i i i
Controller Slow red Fast red Flashing
Indicator: flashing flashing 3 times
i i
Light: FIaghmg Flas.hlng
twice twice

To pair a Kinetic wireless switch or remote to this in-wall switch is simple, please follow steps
below:
Note: When the RF in wall switch is powered on, the three red indicators enter the cyclic blinking mode

regardless of whether the led lights are on or not.
The pairing is only valid on the channel being switch on. For example, L1 is turned on, but L2 is turn off.

Using Prog. Key on the in-wall unit would only act on L1, not L2.

Pairing mode: When the led light (channel) turn on, long press the Prog key on RF in wall switch over 3secs
until the RED indicator flashes slowly and light flash twice, press additional wireless switch or on/off key of the

remote ONCE to complete the pairing. A successful pairing will turn off the light immediately.

Unpairing: Long press the pairing key on RF in wall switch for 9secs until the RED indicator to flash quickly

and light flash 2 times, press the paired wireless switch ONCE to unpairing

Factory Reset: With the light turned on, long press the pairing key on RF in wall switch over 15secs until the
RED indicator flash 3 times to complete a full factory reset. A successful unpairing will turn off the light

immediately.



